Horizontal Tank Calibration Chart
Tank Diameter: 60.0 Inches

Tank Length: 72.0 Inches

Total Tank Capacity: 881.3 Gallons

®
850 Gallon Tank
Gallons of Gallons of Gallons of Gallons of
Inches Sealer Inches Sealer Inches Sealer Inches Sealer

of Void Remaining of Void Remaining of Void Remaining of Void Remaining
1 878.07 16 692.62 31 421.94 46 156.28
2 872.26 17 675.92 32 403.26 47 140.66
3 864.80 18 658.92 33 384.63 48 125.48
4 856.05 19 641.65 34 366.06 49 110.75
5 846.20 20 624.13 35 347.57 50 96.54
6 835.41 21 606.39 36 329.18 51 82.89
7 823.79 22 588.46 37 310.93 52 69.85
8 811.42 23 570.35 38 292.82 53 57.49
9 798.38 24 552.09 39 274.89 54 45.87
10 784.73 25 533.71 40 257.15 55 35.08
11 770.52 26 515.22 41 239.63 56 25.23
12 755.80 27 496.65 42 222.36 57 16.47
13 740.61 28 478.01 43 205.36 58 9.01
14 725.00 29 459.34 44 188.66 59 3.20

15 708.99 30 440.64 45 172.29

NOTE: Measurement of the void is to be done from where the actual tank starts, NOT in the manway.



